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Type 40 42 80 92 110 M8 9 16  6 x 60° 9313673

Type 50
Type 70

60 98 110 130 M8 9 16  6 x 60° on request

Type 48
Type 71
Type 100
Type 101

67 106 114 134 M6 9 16  6 x 60° 9311806

Type 110
Type 120

91 131 142 160 M8 9 16  8 x 45° 9312003

Type 200 110 151 163 181 M8 9 16  8 x 45° 9305015

alternatively 110 151 160 181 M8 9 16  8 x 45° 9311558

Type 330 178 218 232 260 M8 9 16 10 x 36° 9305301

alternatively 178 218 229 260 M8 9 16 12 x 30° 9311557

Type 530 241 278 290 308 M8 9 16 16 x 22.5° 9309485

alternatively 241 278 290 308 M8 9 16 12 x 30° 9310370

Type 960 296 340 351 384 M10 14 19,5 18 x 20° 9310348

Type 1120 296 341 354 380 M8 12 19 16 x 22.5° 9305010

Type 1330 364 409 420 451 M10 14 19,5 24 x 15° 9310637

Type 1710 426 473 483 517 M10 14 19,5 24 x 15° 9311052

Type 1730 296 376 395 425 M16 16 25 16 x 22.5° 9310260

Type 2380 502 549 559 600 M10 14 19 24 x 15° 9310081

Type 2470 389 475 495 530 M16 16 25 16 x 22.5° 9305009

Type 2870 542 587 597 638 M10 14 19,5 32 x 11.25° 9311014

Type 5450 755 820 831 890 M10 14 24,5 40 x 9° 9312844
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Bead ring dimensions

BEAD RINGS

Service instructions

M8: max. 40 Nm
M10: max. 40 Nm
M16: max. 40 Nm
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